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(Booth Monitoring Page) 

BASIC RESOURCES DEVELOPMENT 

The  advanced technology of FOCUS system allows a continuous development of further 

performances and operations of new application on customer’s booths. 

Differently from similar devices, which require HW resources strictly calibrated to the booth 

operation, the resources and performances of this Industrial PC can be 

increased/developed by ITM, following customer’s needs and delivered via e-mail to the 

facility. 

 

FILTERS CONTINUOS MONITORING N°6 pressure transducers embedded in the CPU board can 

be connected to every kind of filter and allows to keep monitored the filters instant pressure. 

 
REMOTE ALERTS VIA E-MAIL                     

This remote alert, implemented on FOCUS firmware, is the fastest automatic solution to 

detect any eventual or accidental booth malfunction and it allows the quickest 

communication to the after-sales technical support service.  

The pop-up window, showing an alarm message displayed on the screen, shows the 

description of eventual booth malfunctions and immediately send an e-mail alert to the 

booth supplier. This function is embedded in the standard firmware. 
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(Menu Page) 

 

ITM PROPERTY FIRMWARE 

The menu of regulation parameters is a strong and competitive advantage of the ITM 

firmware. The parameters are programmable within their range and adjustable allowing the 

operator to set or to restore the optimal booth process operations that might have been 

modified by accidental touches.  

The parameters are classified in packages, everyone related to each component installed 

on the machine and very useful during the installation of the booth.  

We can mention as example AUTOTUNING function which is a very  useful  parameter for 

regulation stability. 

 

Analog and digital I/O: 

N° 2 Pt100 inputs for inside and outside cabin temperature  

N° 1 4÷20mA input for digital pressure transducer 

N° 1 4÷20mA input for relative humidity probe 

N° 14 digital inputs for: booth door opening sensor, spray gun air sensor and a wide range of 

alarms. 

N° 19 relay output 

N° 5 linear output 0÷10V 
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WIRING CONNECTIONS 
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PILOT: REMOTE SUPERVISION - TELEASSISTENCE 

Pilot is an optional device to be connected to the booth electrical board, 

able to effect direct connection between FOCUS system and the PC of 

the technical assistance operator.  

Thanks to PILOT supervision, the operator can work on 

FOCUS while he is in front of PC and enter into the 

Menu to effect any kind of intervention available on 

the FOCUS resources.  

 

 

 

 

 

 

 

 

 

 

 

 

PILOT is equipped with a large range of web interfaces and can be connected through:  

 
 

 

 

Product description: 

 

 Size L155mm x H25mm x W158mm 

 Weight 500 gr 

 Supply 12V 

 

Hardware configuration 

 

Uplink port (WAN connection): 

 Ethernet LAN 

 WiFi 

 Traditional analogic modem (point- to-point and for ISP) 

* The analogic modem is equipped separately, and it is connected by USB 

 

 

Device port (machine connection): 

 Ethernet LAN 

 WiFi (Access Point connection mode) 

 

Additional features: 

 VoIP ready 

 Firewall 

 Wake on LAN 

Simultaneous access for more operators 

 

Ethernet Mobile Networks (GSM/GPRS/3G) 

 

Wi-Fi Analog Connection 


