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SPRAY-BOOTH LINE 

MPS9-TL   
 

 

 

PANEL PC  

 

MPS9-TL is provided by 

HW and SW dedicated 

to drive and control  the 

most important features 

of any spray-booth. 

The cleaning of the 

booth from paint 

smokes or solvent 

vapours is effected at 

any work cycle starting 

for a programmable 

time; this operation can 

be excluded by setting 

the time value = 0. 

It can drive the drying 

stage with a single 

temperature step or 

with two different value 

steps. 

MPS9-TL operates as 

temperature controller, suitable for any kind of burner, and also as timer and 

hourscounter; in addition, it can drive the recirculation damper and the START/STOP 

of the motors. 

The times, once set for the timing stages, can be modified running the stage too. 

During the bake stage in case of blackout, an alarm signal will be displayed to alert 

the operator about the break of the cycle. 
 

 Operator panel size mm.185x140 

 High luminous intensity buttons and LED for each phase of the work cycle 

 Multiple timing with countdown for all timed work phases 

 Display on the two displays of the progressive working hours effected  

 SW dedicated algorithms for each type of heating; burner adjustment with 0-10 

Volt proportional valves or with three-position motorized valves (open-stop-close) 

 Automatic control of the recirculation damper 

 Programmable commands for start-pause-stop of fan motors 

 Spray-booth cleaning phase, at the beginning of the work cycle, with 

programmable time as standard EN13355 

 Drying phase that can be carried out in the traditional way or even with two 

temperature steps 
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TECHNICAL SPECIFICATION: 

 

Installation: Panel assembly 

Front panel: Polyester, flames retardant V0 according UL94 

Frontal Protection: IP65, NEMA 4x 

Accuracy: ±0.2 % v.f.s.  

Sampling Time: 400 mSec. 

Working Temperature: -10 ÷ +55 °C 

Storage Temperature: -10 ÷ + 70 °C 

Power Absorbing: 6 VA 

MAX Humidity: 90% without condensation 

Dielectric Stiffness: According norm EN 61010 -1 

Installation Category: II 

 

 

 

WIRINGS: 
  

 


