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MPS9 T+ 
PROCESS REGULATOR 

SPRAY-BOOTHS & PREP ZONE 
 

 

 

MPS9-T + is a regulator equipped with OLED 

display, hardware & software dedicated to 

the control of the spray booth functions, and 

it can control every type of burner and 

valves. 

The drying phase can be performed with 

single or double phase and different 

temperature values. 

 

MPS9-T+ integrates the REGULATOR, TIMER 

and HOUR COUNTER functions, controls the 

recirculation damper, the burner and the 

motors. 

The times, set for the timed phases, can also 

be changed when the cycle has started. 

The system includes an alarm to alert of an interruption to the work cycle, enabling the 

cycle to be resumed from the interruption (i.e. interruption of electrical supply). 

During the drying phase, if the burner does not guarantee the achievement of the 

desired temperature, thanks to the previous setting of the safety parameter b.t., the 

regular execution and conclusion of the cycle is ensured. 

 

NEW “MPS9-T+” technical features: 

- Low energy consumption OLED display. 

- Front panel dimensions DIN 96x96mm. 

- Timer and hour counter. 

- Visualization on the display of the progressive working hours performed. 

- Dedicated software algorithms for each type of heating. 

- Burner control for 0-10 Volt proportional valves or with three-position motorized valves 

(Open-Stop-Close) and dual flame burner. 

- Automatic control of the recirculation damper 

- Booth cleaning phase, at the beginning of the work cycle, at a programmable time 

as EN13355 standard 

- Automatic control of intake and exhaust motors. 

- Drying phase that can be performed in n. 2 Step. 

 


